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Safe and Optically Appealing Emergency-Stop Buttons

The user can choose from a wide range of TUV certified emergency-stop buttons of Schlegel for panel cut-outs of different shapes and
dimensions (16 mm, 22 mm, 30 mm) which can be combined with both, the standard and ASi contact units.

The actuators are well-known for their modern and attractive design combining mechanical robustness and outstanding functionality,
featuring e.g. a clearly visible switching position indicator, a twist release (in either direction) or pull release and tightness from IP65 up to
IP69K, depending on the model.

Safety Contact Blocks for Emergency-Stop Buttons

Even redundant, secure emergency-stop chains are ineffective unless the contact block is accurately connected with the emergency-stop
button. The safety contact blocks for emergency-stops of Schlegel Elekirokontakt are the response to this danger that may occur e.g.
as a result of a negligent assembly or a mechanical damage.

The safety contact blocks for emergency-stops acc. to EN60947-5-5 and EN13850 ensure that in such a situation the emergency function
is automatically activated and the installation is switched off immediately. It can only be restarted after successful trouble-shouting.

The contact blocks are available as a one or two channel solution with screw connections, Faston terminals, Cage-Clamp or push-in
connection and do have positive opening contacts acc. to [EC60947-5-1. The high-quality contact elements allow reliable switching even

in case of low currents (5mA at 24V or less). They are available as conventional contact blocks as well as for AS-Interface (Safety@Work).

Automatic switch off on separation of the
contact block from the emergency-stop button

Enclosure-mounted Emergency-Stop and Reset Button

Pre-assembled emergency-stop and reset buttons of Schlegel are available in many different versions, there is a solution for every
application.
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Active llluminated Emergency-Stop Buttons

The functional principle: If the plant part equipped with the fix mounted emergency-stop — for example as a module of a production line — is
in operation, the actuator signals its functional status by an active illumination. In inactive condition, however, the emergency-stop is not
illuminated, thus also not identifiable as emergency-stop and fulfilling the requirements of the standard DIN EN ISO 13850:2015.

The new active illuminated emergency-stop buttons are partially equipped with an integrated diagnostic unit. It steadily monitors the
illumination status and thus the active condition of the actuator. If for any reason the illumination is switched off and thus signalises the

inactivity of the actuator, an automatic signal is being sent to the corresponding plant part and the production — if connected in series even
all modules — will be stopped.

The active illuminated emergency-stop buttons are available for the following panel cutouts:

-@ 16 mm
- 22 mm

Sicherheitsrelais

<

Emergency-stop button connected fo a safety relay

Quick perceptibility in active condition
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Panel cut-out

Degree of protection
Switching position indicator
llumination

TOV tested

Flat-plug connections
Screw connections
PCB-mount terminals
Spring-clamp connections
AS-Interface

Emergency-stop Head RXJUV EN IS0

.
>< NV

022.3mm

twist right or left

EN 60947-5-1, EN 60947-5-5, EN 1SO

twist right or left

Emergency-stop Head RXUV EN 60947-5-1, EN 609 EN IS0
016.2mm

twist right or left

Emergency-stop Head RXBUV EN 60947-5-1, EN 60947-5-5, EN1SO

twist right or left

Illuminated Emergency-stop Head RXBLUV EN 60947-5-1, EN 60947-5-5, EN IS0
016.2mm

twist right or left

EN 60947-5-1, EN 60947-5-5, EN IS0
816.2mm | 1P66 / IP69K

twist right or left

EN 60947-5-1, EN 60947-5-5, EN ISO
24 x 24 mm

twist right or left
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Panel cut-out

Emergency-stop Head QXJBUV
24 x 24 mm

022.3 mm

Emergency-stop Head QRBUV

Emergency-stop Head QRBUV 70

022.3 mm

Emergency-stop Head QRBUVSE

022.3 mm

Degree of protection

IP65 / IP67 /
IP69K

1P66 / IP69K

IP65 / 1P67 /
IP69K

Switching position indicator

twist right or left twist right or left twist right or left twist right or left twist right or left

twist right or left

key release

lllumination

TOV tested

Flat-plug connections

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

Screw connections

EN 609

EN 609

EN 609

EN 609

EN 609

EN 609

PCB-mount terminals

> N

Georg Schlegel GmbH & Co. KG - 88525 Diirmentingen - ¢ +49 (0) 73 71 / 502-0 - Fax: +49 (0) 73 71 / 502 49 - info@schlegel biz - www.schlegel.biz

Spring-clamp connections

ENISO

ENISO

EN1SO

ENISO

AS-Interface

13850

13850

13850

13850

EN1SO

ENISO

ENISO

13850

13850

13850




Panel cut-out

Degree of protection
Switching position indicator
llumination

TOV tested

Flat-plug connections
Screw connections
PCB-mount terminals
Spring-clamp connections
AS-Interface

v
n

Illuminated Emergency-stop Head QRBLUVSE ENISO

022.3mm

key release

Emergency-stop Head QRBUVSE43 EN 60947-5-1, EN 60947-5-5, EN 1SO

2435
@31.6

key release

EN 60947-5-1, EN 609 EN IS0
822.3mm | 1P65/1P69k

twist right or left

EN 60947-5-1, EN 60947-5-5, EN IS0

twist right or left

EN 60947-5-1, EN 60947-5-5, EN ISO
022.3mm

key release

EN 60947-5-1, EN 60947-5-5, EN IS0

key release

EN 60947-5-1, EN 60947-5-5, EN ISO
022.3mm | 1P65/1P69k

twist right or left
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Panel cut-out

Emergency-stop Head QRJUV
26 x 26 mm

Emergency-stop Head RKUV40

Emergency-stop Head RKUV 32
016.2mm

016.2mm

9.2 18.8

016.2mm

Degree of protection

IP65 / 1P67

IP65 / 1P67 /

IP69K

IP65 / 1P67

P65 / 1P67

IP65 / 1P67

Switching position indicator

twist right or left twist right or left twist right or left twist right or left twist right or left twist right or left

twist right or left

lllumination

TOV tested

Flat-plug connections

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

Screw connections

EN 609

EN 609

EN 609

EN 609

EN 609

EN 609

PCB-mount terminals

T
v
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Spring-clamp connections

ENISO

ENISO

EN1SO

ENISO

AS-Interface

13850

13850

13850

13850

EN1SO

ENISO

ENISO

13850

13850

13850




Emergency-stop Head KRBUV

Emergency-stop Head KRBUV'70

@55
@31.5

Georg Schlegel GmbH & Co. KG

Panel cut-out

0 30.5 mm

0 30.5 mm

022.3mm

022.3mm

Degree of protection

P65 / IP67

P65 / IP67

Switching position indicator

twist right or left

key release

twist right or left

lllumination

twist right or left

twist right or left

0947-5-

0947-5-

Flat-plug connections
Screw connections
PCB-mount terminals

TOV tested

v
n

EN 60947-5-1, EN 60947-5-5,

EN 60947-5-1, EN 609

EN 60947-5-1, EN 60947-5-5,

1, EN 60947-5-5, EN 150 13850, EN 81

1, EN 60947-5-5, EN 10 13850, EN 81

947-5-1, EN 60947-5-5,

Spring-clamp connections

AS-Interface

ENISO

ENISO

N

ENISO

-2 Abschnitt 15

-2 Abschnitt 15

EN'ISO
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Panel cut-out

Degree of protection
Switching position indicator
llumination

TOV tested

UL/CSA

Flat-plug connections
Screw connections
PCB-mount terminals
Spring-clamp connections
AS-Interface

Emergency Stop with pull and twist release FRZVKOO 947-5-1, EN 60947-5-5, EN IS0 13850

022.3 mm 1P65 / IP67

(e}

pull /twist

Emergency-Stop FRVKOO EN 60947-5-1, EN 609 EN'1S0 13850

IP65 / IP67 X X

twist right or left

Emergency-Stop FRVKOOI EN 60947-5-1, EN 609 EN IS0 13850
022.3mm 1P65 / IP67

twist right or left

llluminated Emergency-Stop FRVKLOO EN 60947-5-1, EN 609 EN'1S0 13850
IP65 / 1P67

twist right or left

Emergency-Stop FRVKOOP EN 60947-5-1, EN 609: EN'1S0 13850
022.3 mm IP65 / P67

twist right or left

Emergency-Stop FRVKOOIP EN 60947-5-1, EN 609 EN'1S0 13850
P65 / 1P67

twist right or left

EN 60947-5-1, EN 609 EN'1S0 13850
@22.3mm | P65/ IP67

twist right or left
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Emergency-Stop for hygienic applications FRVKPOO

Panel cut-out

022.3 mm

Degree of protection

IP66 / 1P67 /
IP69K

IP66 / P67 /
IP69K

Active llluminated Safety Emergency-Stop with status indication active/inactive and 0 ohm resistor

FRVKDOO RO

@44

@32

0000

022.3 mm

022.3 mm

23x23 mm

P65 / 1P67

IP66 / P67 /

IP69K

P65 / 1P67

P65 / IP67

P65 / IP67

Switching position indicator

twist right or left

twist right or left

150 13850:

twist right or left twist right or left twist right or left

twist right or left

twist right or left

Flat-plug connections

lllumination
TOV tested

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

EN 60947-5-1,

Screw connections

PCB-mount terminals

v
n

EN 60947-5-5,

2015(E), EN 150 13850:2015(D), DIN EN ISO 1

EN 60947-5-5,

EN 609

EN 609

EN 609

4755,

47-5-5,

4755,
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Spring-clamp connections

AS-Interface

EN IS0

ENISO

3850:2016-05

ENISO

EN IS0

ENISO

ENISO
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Panel cut-out

Degree of protection
Switching position indicator
llumination

TOV fested

Flat-plug connections
Screw connections
PCB-mount terminals
Spring-clamp connections
AS-Interface

T
v

llluminated Emergency-Stop Head OKJVL EN'1S0 13850

23x 23 mm 1P65 / IP67

twist right or left

EN 60947-5-1, EN 609 EN'1S0 13850
IP65 / 1P67

twist right or left

EN 60947-5-1, EN 609 EN 150 13850
g16.2mm | P65/ 1P67

twist right or left

EN 60947-5-1, EN 609 EN'1S0 13850

IP65 / 1P67 /
IP69K

twist right or left

EN 60947-5-1, EN 609 EN 150 13850

g16.2mm | IP65/IP67 /
IP69K

twist right or left

Active llluminated Safety Emergency-Stop with status indication active/inactive and 0 ohm resistor : :
YVDOO RO 150 13850:2015(E), EN 1S0 13850:2015(D), DIN EN 150

@16.2mm | 1P65/IP67

twist right or left

EN IS0 13850:2015

twist right or left
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Degree of protection

Panel cut-out

Emergency-stop Control Station SIL_QRBUVOO
1P65 / 1P69k

IP65 / P69k

Emergency-stop Control Station for hy
P66 / IP6IK

minibox with lateral cable entry M16 i MBP_FRVKLOO

Switching position indicator

twist right or left twist right or left

twist right or left

twist right or left

lllumination

TOV tested

Flat-plug connections

EN 60947-5-1, EN 60947-5-5,

EN 60947-5-1,

EN 60947-5-1,

Screw connections
PCB-mount terminals

v
n

EN 609

EN 60947-5-5,

Spring-clamp connections

AS-Interface

ENISO

ENISO

N

ENISO

N60947-1/5-5

N60947-1/5-5

N60947-1/5-5
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PCB-mount terminals
Spring-clamp connections

Switching position indicator
AS-Interface

Panel cut-out

Degree of protection
llumination

TOV fested

Flat-plug connections
Screw connections

m
o
v

minibox with bottom-side cable entry M20 MBW_FRVKOO

=<
(3-3
a
=
o

N60947-1/5-5

N60947-1/5-5

_FRVKLOO N60947-1/5-5

MBM128_NOOITI N60947-1/5-5

Equipped Stainless Steel Enclosure with M12 cable entry (8 poles) for profile rail mounting - 2 mounting holes
$42 02

IP54 X X

Equipped Stainless Steel Enclosure with M12 cable entry (8 poles) for profile rail mounting - 3 mounting holes
$43 03

IP54 X X
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